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APPLICATION OVERVIEW  

Form 2A has been developed in a modular format and consists of a "Basic Application Information" packet and 
a "Supplemental Application Information" packet.  The Basic Application Information packet is divided into two 
parts.  All applicants must complete Parts A and C.  Applicants with a design flow greater than or equal to 0.1 
mgd must also complete Part B.  Some applicants must also complete the Supplemental Application 
Information packet. The following items explain which parts of Form 2A you must complete. 

BASIC APPLICATION INFORMATION: 

A. Basic Application Information for all Applicants.  All applicants must complete questions A.1 through A.8.  A treatment 
works that discharges effluent to surface waters of the United States must also answer questions A.9 through A.12. 

B. Additional Application Information for Applicants with a Design Flow > 0.1 mgd.  All treatment works that have design 
flows greater than or equal to 0.1 million gallons per day must complete questions B.1 through B.6. 

C. Certification.  All applicants must complete Part C (Certification). 

SUPPLEMENTAL APPLICATION INFORMATION: 

D. Expanded Effluent Testing Data.  A treatment works that discharges effluent to surface waters of the United States and 
meets one or more of the following criteria must complete Part D (Expanded Effluent Testing Data): 

1. Has a design flow rate greater than or equal to 1 mgd, 

2. Is required to have a pretreatment program (or has one in place), or 

3. Is otherwise required by the permitting authority to provide the information. 

E. Toxicity Testing Data.  A treatment works that meets one or more of the following criteria must complete Part E (Toxicity 
Testing Data): 

1. Has a design flow rate greater than or equal to 1 mgd, 

2. Is required to have a pretreatment program (or has one in place), or 

3. Is otherwise required by the permitting authority to submit results of toxicity testing. 

F. Industrial User Discharges and RCRA/CERCLA Wastes.  A treatment works that accepts process wastewater from any 
significant industrial users (SIUs) or receives RCRA or CERCLA wastes must complete Part F (Industrial User Discharges and 
RCRA/CERCLA Wastes).  SIUs are defined as: 

1. All industrial users subject to Categorical Pretreatment Standards under 40 Code of Federal Regulations (CFR) 403.6 and 
40 CFR Chapter I, Subchapter N (see instructions); and 

2. Any other industrial user that: 

a. Discharges an average of 25,000 gallons per day or more of process wastewater to the treatment works (with certain 
exclusions); or 

b. Contributes a process wastestream that makes up 5 percent or more of the average dry weather hydraulic or organic 
capacity of the treatment plant; or 

c. Is designated as an SIU by the control authority. 

G. Combined Sewer Systems.  A treatment works that has a combined sewer system must complete Part G (Combined Sewer 
Systems). 

 

ALL APPLICANTS MUST COMPLETE PART C (CERTIFICATION) 
 


